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XCELERATOR SERIES
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XFSP

XCELERATOR
XFSP



XCELERATOR  
XFP/XFSP

»» Available in single or three phase

»» 5HP, 7½HP, 10HP & 15HP

»» 200, 230, 460, 575 Volt

»» All stainless steel construction

»» High volume 700 - 1500 GPM (US. Gal.)

»» Low head 2’ - 25’ total dynamic head

»» Axial flow lift provides smooth, low 

vibration and low pressure operation

»» Economical and efficient Franklin Sand 

Fighter™ water lubricated motor

Standard 
Liftout Lugs

304 Stainless Steel 
investment cast 
impeller

Canadian  
Made

All Stainless Steel 
Construction

Optional Exterior 
SS Screen

Easy Pump 
Service Access 
Through Bottom 
Cover

Bolted Flange 
Connection for 
Easy Service

XCELERATOR XFP

XCELERATOR XFSP

6” NPT Connection Standard

5HP 7 1/2 HP 10HP 15HP

1PH 3PH 1PH 3PH 1PH 3PH 1PH 3PH

DIMENSIONS VERT. VERT. VERT. VERT. VERT. VERT. VERT. VERT.

VOLTAGE 230 200, 230, 
460, 575 230 200, 230, 

460, 575 230 200, 230, 
460, 575 230 200, 230, 

460, 575

WEIGHT (lbs) 164 148 182 155 197 165 210 188

HEIGHT 
(inches) 44.5 44.5 44.5 44.5 47 47 49 49

MIN.  
SUBMERGENCE 38.5 38.5 38.5 38.5 41 41 43 43

DIA. OF PUMP 
CASING 9.00 9.00 9.00 9.00 9.00 9.00 9.00 9.00

DIA.OF BASE 14.5 14.5 14.5 14.5 14.5 14.5 14.5 14.5

DISCHARGE 6” NPT 6” NPT 6” NPT 6” NPT 6” NPT 6” NPT 6” NPT 6” NPT

OPTIONAL 
SCREEN SIZE

18’’DIA 
X 32’’H

18’’DIA X 
32’’H

18’’DIA 
X 32’’H

18’’DIA X 
32’’H

18’’DIA X 
34.5’’H

18’’DIA X 
34.5’’H

18’’DIA X 
36.5’’H

18’’DIA X 
36.5’’

FULL LOAD 
AMP DRAW 23.0

200V=17.5
230V=15.0
460V=7.5
575V=6.0

36.5

200V=25.1
230V=21.8
460V=10.9
575V=8.7

44.0

200V=32.7
230V=28.4
460V=14.2
575V=11.4

62.0

200V=47.8
230V=41.6
460V=20.8
575V=16.6

TECHNICAL SPECIFICATIONS

FLOW PERFORMANCE
5 HP #3 Impeller

7.5 HP #4 Impeller

10 HP #4 Impeller

10 HP #4+ Impeller

15 HP #4+ Impeller

0 - 600 700      800      900      1000      1100      1200      1300      1400      1500      1600

FLOW GPM (U.S. Gallons Per Minute)
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STANDARD CONTROL  
PANEL FEATURES

»» Vacon X5 Series VFD Drives

»» Available in 5HP, 7½HP, 10HP & 15HP 

»» Surge suppressor

»» 120V/20 amp receptacle

»» 120/240V 100 amp distribution panel

»» The VFD can be run in full automatic or manual in 

conjunction with transducer

FEATURING
FRANKLIN ELECTRIC
SAND FIGHTER™ 
MOTORS

»» Double flanged NEMA mounting design

»» Steel splined shaft

»» StatorShield™, Franklin’s six-feature 

encapsulation system

»» High-capacity, Kingsbury-type,  

water-lubricated thrust bearing

»» Full 3,450 rpm 50/60 Hz design point

»» External sand slinger on shaft

»» Mechanical face seal at shaft exit

»» Copper bar rotor

»» All models variable frequency  

drive (VFD) compatible

»» Sand Fighter™ steel models are equipped 

with Franklin’s exclusive Sand Fighter™ 

sealing system for sand or other abrasives

»» Overmolded motor leads on all 10 GA 

leads

»» 0-100” Water Column 

(WC) Transducer works 

in conjunction with Vacon 

X5 Series drive to produce 

efficient andoptimized 

performance

»»  All Arrow Design Control 

panels are professionally 

designed and assembled

»» Contact us for more 

information about our onsite 

professional installation 

services 



Box 482

Winkler, Manitoba

R6W 4A7

p h o n e  204.712.7301

w w w . a r r ow d e s i g n . c a

e m a i l   james@arrowdesign.ca

Arrow Design Xcelerator Series pumps and control panels are 
manufactured in Southern Manitoba by the some of the region’s most 

skilled and dedicated trades personnel.


